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*The data transfer module must not be used in a hazardous

environment without a hot working permit.

*The transfer module option includes:
- 9VDC power supply
- Serial cable
- Polarity adapter for cable
- Data recorder
- CD ROM including the software “ Datalogger i3000 ”

- Operator’s manual

e Minimal requirements of the software “ Datalogger i3000 ”:
- Windows 95, 98 or XP
- 64 MB of RAM
- Monitor with a minimum resolution of 800 x 600

- Serial port
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Since safety of personnel and proper use of the machine is of
primary concern, different symbols are used throughout this
manual to emphasize certain areas. The following definitions
indicate the level of hazard when these symbols appear
throughout this manual.

Whenever one of these symbols appears in this manual,
personnel safety 1s a concern. Please take time to read and
understand these definitions!

DANGER: INDICATES A POTENTIALLY HAZARDOUS
SITUATION WHICH, IF NOT AVOIDED, COULD RESULT IN
DEATH OR SERIOUS INJURY.

CAUTION: INDICATES A POTENTIALLY HAZARDOUS
SITUATION WHICH, IF NOT AVOIDED, MAY RESULT IN
MINOR OR MODERATE INJURY. IT MAY ALSO BE USED TO
ALERT AGAINST UNSAFE PRACTICES.

IMPORTANT: INDICATES A SITUATION THAT MAY CAUSE
MACHINE DAMAGE IF NOT CORRECTLY FOLLOWED.

NOTE: PROVIDES INFORMATION THAT MAY BE OF SPECIAL
INTEREST.
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